
 
TO:   Potential Bidders for IFB #719 –EOC Addition to the Fire Training Center 

 

FROM:  Lucy Huffman, Procurement Assistant 

 

DATE:  April 18, 2019 

 

SUBJECT: Addendum #2–IFB #719- Bid Due Date Extension and Answers to 

Questions Submitted by Potential Bidders via E-mail 4/16 – 4/18/19.   

 

Please note the receipt of the following addendum on the Bid Form (page 3 of 16) of Invitation 

for Bids #719.   

 

The due date and time for this IFB is now extended to Wednesday, May 1, 2019 at 3:00pm.  

All bids received by the due date and time will be publically opened and read aloud in the Board 

Chambers on the first floor of the County Administration Building, Suite 104 immediately 

following the time set for receipt of bids.    

 

The last day the County will received technical questions regarding this IFB is Wednesday, 

April 24
th

  5:00pm.   

 

Responses to Questions : 

 

1) Trim for all rooms shall be toed 4” flexible rubber wall base, color selection by Owner. 

2) a)  All furniture, casework and monitors in the classroom shall be furnished and installed by 

the   Owner. 

b)  All equipment and racks in the IT room shall be furnished and installed by the Owner. 

c) The lockers and bench in the locker room shall be furnished and installed by the Owner. 

d) For uniformity in bidding the following shall pertain to the breakroom. 

i.) The refrigerator shall be furnished by the owner and installed by the Contractor.  The    

refrigerator is on-site at the facility. 
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ii.) The bidder shall include a $2,000 allowance in their bid for furnishing the cabinetry 

and countertop.  Labor for installation shall be included in the bid outside of this 

allowance. 

iii.) The bidder shall include a $1,500 allowance in their bid for furnishing the range and 

over the top microwave.  Labor for installation shall be included in the bid outside of this 

allowance. 

iv.) The bidder shall include a $300 allowance in their bid for furnishing the sink and 

faucet.  Labor for installation shall be included in the bid outside of this allowance. 

v.) All selections within the allowances will be by Owner.  Monies paid to the contractor 

shall be adjusted for the actual cost of items furnished by the Contractor. 

3)     We are required to have a wind rating of 139 mph (3-second gust) for risk category IV 

construction.  Impact doors from YKK or Kawneer should meet or exceed this specification. 

4)     9/16” non insulated glass is acceptable for the vestibule. 

5)     The interior pair of vestibule doors do not need to be hurricane rated. 

6)     Closers shall be grade 1, delayed action closer, power adjustable. 

7)     The glass does not need to meet the large missile impact code. 

8)     Wire glass shall not be required provided that all other requirements are met. 

9)    The “rebuild door water tight” comment shall specifically apply only to the replacement of 

the glazing in the existing door in the existing vestibule of the existing building. 

10)   See response No. 6 above regarding the door closer questions. 

11)   The HVAC system shall be capable of maintaining an interior temperature of 72 degrees F 

in the winter for an outdoor design ambient temperature of 22 degrees F.  The HVAC system 

shall be capable of maintaining an interior temperature of 68 degrees F in the summer for an 

outdoor design ambient temperature of 91 degrees F. 

12)  The HVAC design shall adhere to the 2012 VECC.   

13)  See the response for No. 2) c) above for clarifications regarding the furnishings in the locker 

room. 

14)  The standby power units shall be compatible with the existing building and addition’s power 

supply which is 240-volt, single-phase. 

15)   The existing building’s interior power wiring will remain the same and is currently supplied 

by a 240-volt, 200-amp circuit.  The addition will require a separate 240-volt, 200-amp power 

supply circuit. 

16)   The existing building power supply has an existing 200-amp breaker.  The new addition 

separate power supply shall have a 240-volt, 200-amp breaker. 

17)   The generator enclosure needs only to be weather-proof.  Sound attenuation is not required. 

18)   The generator tank shall be sized for 72 hours of run time at 50% load and shall be no 

smaller than 946 gallons in volume unless otherwise approved by the Engineer. 

 

 

 

ALL OTHER SPECIFICATIONS AND TERMS & CONDITIONS REMAIN AS ISSUED 
IN THE ORIGINAL INVITATION FOR BIDS. 


