COUNTY OF ACCOMACK
FINANCE DEPARTMENT

23296 Courthouse Ave — Suite 204|P.O. Box 620|Accomac, Virginia 23301
Telephone:(757) 787-5709 | Fax: (757) 787-2468

Margaret A. Lindsey
Director of Finance

TO: Potential Bidders for IFB #738 — Hack’s Neck Landing Site Improvements
FROM: Lucy Huffman, Procurement Specialist

DATE: August 20, 2021

SUBJECT: Addendum #1-1FB #738 — Clarification and Additional Information,

Answer(s) from Pre-bid Meeting

1) Substitute the attached revision no. 3 detail titled "Gravel Surface Cross-section Detail" on
Sheet No. 3 of 6.

2) The proposed vegetated buffer shown and described on Sheet 4 of 6 should to the maximum
extent practicable consist of existing vegetation, trees, shrubs and ground cover. All existing trees
and shrubs shall remain unless there is a conflict with the proposed gravel surfacing and/or gravel
diaphragm. All existing solid surfacing consisting of brick, block, concrete or asphalt along the
shoreline shall remain. Any timber, plastic or other debris shall be removed from the shoreline.
The coir log (CCL) shall be installed in accordance with the drawings except where existing solid
surfacing along the shoreline is present. The coir log shall be omitted in these locations. All
disturbed ground in the vegetated buffer shall be restored in accordance with the drawings.

3) All white and black netting currently located in debris pile shall be removed and hauled to
Northern Landfill with other debris (wood, shingles, brush). All concrete and brick shall remain
and be consolidated into a neat pile as shown on the plans.



Question from Pre-bid Meeting

The County stated that the rope fence at Hack’s Neck should be a replication of what was installed
at Sawmill Park. When contacted about this matter, the installing contractor for the Park project
advised that he used pressure treated 6 x 6°s, and described the rope used along with the method
of installation. The Park (fence installation) contractor expressed concern that the rope fence
installed was removed because the County was not satisfied with the final product. It appeared that
when the rope got wet, it shrunk to the point that it was damaging the condition of the posts it was
attached to. Clarification is needed as to whether the County wants to use the same materials and
installation procedures used at Sawmill Park.

Answer: A thinner nylon line could be used. There should be enough slack (catenary) in the line
for expansion and contraction. (The original rope installed at Sawmill Park was too thick.)

ALL OTHER SPECIFICATIONS AND TERMS & CONDITIONS REMAIN AS ISSUED IN THE
ORIGINAL INVITATION FOR BIDS.



3" CRUSHER RUN SIZE No. 21A OR 21B

3" THICK LAYER OF CLEAN GRAVEL SIZE No. 6 OR No. 7
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